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FIG.1A 




FIG.1B 



NODE UNIQUE IP ADDRESS 

BASE STATION 2-1 xxx.xxx.0.1 

BASE STATION 2-2 xxx.xxx.0.2 

BASE STATION 2-3 xxx.xxx.0.3 



BASE STATION 2-N xxx.xxx.O.N 
MOBILE STATION 1 xxx.xxx.2.1 



OBLON, SPIVAK, ET AL 
DOCKET*: 216062US2 
INV: Takehiro IKEDA, et al. 
SHEET _2.0F_i. 




FIG.2B 



NODE 

BASE STATION 2-1 
BASE STATION 2-2 
BASE STATION 2-3 



UNIQUE IP ADDRESS 
xxx.xxx.0.1 
xxx.xxx.0.2 
xxx.xxx.0.3 



BASE STATION 
MULTICAST ADDRESS 
xxx.xxx. 1 .0 
xxx.xxx. 1 .0 
xxx.xxx. 1.0 



BASE STATION 2-N xxx.xxx.O.N 
MOBILE STATION 1 xxx.xxx.2.1 



xxx.xxx. 1.0 
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FIG.3 
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OBLON, SPIVAK, ET AL 
DOCKET*: 216062US2 
INV: Takehiro IKEDA, et al. 
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FIG.4 







RECEIVE UP-LINK SIGNAL 






JUDGE ERROR AND MEASURE 
RECEIVED SIGNAL POWER LEVEL 
FOR THE UP-LINK SIGNAL 






SEND AND RECEIVE MULTICAST 
PACKET INCLUDING RESULT OF 
ERROR JUDGMENT AND 
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